1/6 




2/6 



START 











MEASURE ERROR RATE PARAMETER 






V^201 


SELECT ERROR CORRECTION CODE 
BASED ON MEASURED PARAMETER 






V.203 


CONFIGURE SYSTEM TO USE SELECTED 
ERROR CORRECTION CODE 






V.205 



FIGURE 2 



3/6 



4 




CO 
UJ 

O 



4/6 



TRANSCEIVER 



START 







MEASURE A LEVEL OF THE RECEIVED 
1 OPTICAL SIGNAL 






SELECT RATE OF ERROR CORRECTION 
CODE BASED ON MEASURED LEVEL 






ENCODE DATA TO BE TRANSMITTED 
WITH SELECTED CODE 






PROVIDE INDICATION TO RECEIVER OF 
SELECTED CODE 






TRANSMIT ENCODED DATA 







END 



..401 



..403 



^405 



^409 



FIGURE 4 



5/6 



133 


VARIABLE EC 
ENCODER 




A_113 


i 




LOGIC 








CIRCUIT 




i ' 

134 








^500 




CONTROL UNIT 




V-135 
















V-115 









FIGURE 5 



VARIABLE EC DECODER 



1/X DECODE 



[1/Y DECODE^ 

|l/Z DECODE 



601, 



603 



/■601 N 



CONTROL UNIT 



^125 



143 



FIGURE 6 



6/6 



700 



710 



CONTROL UNIT 



706-^ 



708.,- 
708„- 



708 w - 



MEMORY 



1/X CONFIG. 



1/Y CONFIG. 



1/Z CONFIG. | 



FPGA 



-704 



FIGURE 7 



